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EUROLUB 
CGLP ISO-VG 68 

 
Category: Slip and guidung way oil 

 
Product Features: 
application: 

CGLP is formulated on good base oils and modern additives. 
Effective ingredients ensure optimum lubrication and oxidation 
protection. Good sliding properties and high adhesion. Anti-
corrosion properties prevent rust and staining on sliding and bed 
tracks. 
The product is resistant to aqueous media such as drilling, cutting 
and grinding emulsions. 
• Very good stick-slip behavior 
• Good demulsibility 
• High adhesion 

 
Recommendations: DIN 51 502 

 
Delivery: Art.-Nr. 350020  20 Liter  plastic-canister 

Art.-Nr. 350060  60 Liter  hobbock 
Art.-Nr. 350208  208 Liter Drum 
Art.-Nr. 350100  Container 800 – 3.000 Liter per  
    destination 

 

Technical Data: 

Data Unit Method EUROLUB 
CGLP 68 

Density at 15°C kg/L ASTM D 4052 0,880 

Viscosity at 40°C cSt ASTM D 445 67,1 

Viscosity at 100°C cSt ASTM D 445 8,5 

Viscosityindex (VI)  ASTM D 2270 >90 

Flash point (COC) °C ASTM D 92 245 

Pourpoint °C ASTM D 6892 -27 

 
The data provided are subject to change. Operating rules of the manufacturer. Characteristics are typical of current 
production data are subject to change. This should describe the products and should not therefore intended to assure 
certain properties. Obligation can not be derived. 
 


